Setting a Static Ethernet IP Address via Printer Control Panel:
 1. Access Menu Setup:
   - Press the MENU key while simultaneously depressing the ALT key. This action should grant access to the printer's menu setup.
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 2. Navigate to Network Settings:
   - Use the arrow keys to scroll through the menu options until you reach item 43. This item pertains to network or TCP/IP settings.
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((To go into the IP address use right arrow key))
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3. Adjust IP Address Digits:
   - Inside the submenu, you should see fields for entering individual digits of the IP address (octets). Use the arrow keys to navigate to the digit you want to adjust.
   - Press the up arrow key to increase the underlined digit or the down arrow key to decrease it. Repeat this step for each digit of the IP address.
  

 - After entering each digit, use the right arrow key to move to the next digit until the entire IP address is entered. 
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5. Confirm and Save:
   - Once the complete IP address is entered, press the ENTER key to confirm the setting. This action should save the entered IP address as the printer's new static IP address.
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 6. Subnet Mask and Gateway:
You will want to repeat the same steps to adjust the Subnet Mask (line 44) and Gateway (Line 45).

7. Exit Menu Setup:
   - Press the MENU key again to exit the menu setup. The printer should automatically save the new IP address setting and initialize.
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Additional Tips:
 - Accuracy: Double-check each digit of the IP address to ensure accuracy before confirming and saving the setting.
- Initialization: Allow the printer some time to initialize after saving the new IP address. It may restart or go through a brief setup process.
- Documentation: Consider documenting the new static IP address for future reference, especially if it differs from the default or previous dynamic IP address.
 
By following these steps, you should be able to successfully set a static Ethernet IP address for your AMT7450 Datasouth printer using its control panel menu setup.

For further assistance, please contact the Dealerbuilt support line.
Phone: 1-800-499-1914
Select Option #1 for Dealerbuilt, then press Option #5 for IT."
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